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Abstract 

We measure the He-like, time-resolved emission from thin foils consisting of 250 A 
of carbon-250 A of aluminum and 500 A aluminum illuminated with a 150 fs laser 
pulse at an intensity of 1 x 10'' W/cm2. Dielectronic satellite contributions to the 
ls2-ls2p('P), ls2-ls3p('P), and ls2-ls?p('P) line intensities are modeled using the 
configuration averaged code AVERROES and is found to be significant for all three 
resonance lines. The contribution of opacity broadening is inferred from the data 
and found to be significant only in the 1s'-ls2p('P). 

Key words: Short pulse laser produced plasma, x-ray spectroscopy, short pulse 
laser 

* Corresponding author. shepherdl@llnl.gov 

Preprint submitted to Elsevier Science 3 December 2002 

mailto:shepherdl@llnl.gov


1 Introduction 

There has long been a debate in plasma spectroscopy on the ability (and some 
would say the existance) of line shifts caused by the fields produced by ions 
at high particle density[ 1-41. The line positions are most significantly altered 
in plasmas when the kinetic energy is comparable to the kinetic energy of 
t.he particles, Le., large Coulomb gammas ( rzz, KBT 2 1 ). 
Recent results reported in the literiture have lead t o  new questions about the 
ability to  measure polarizat.ion effects on spectral lines[5]. These experiments 
have been performed on t,hin layers buried in solid targets heated with high 
intensity (> 1 x 1017 TYcm2), ultrashort laser pulses ( 5  150fs) . At issue is 
the ability to  extract. accurate resonance line position data from plasmas that 
are extremely dynamic, a source of large numbers of satellites, and could have 
optical depth issues. 
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To illuminate t.he subject, we have studied E;-shell aluminum emission spectra 
from thin foils heated with an ultrashort pulse laser by heat conduction. A 
thin foil consisting of 250 A of carbon and 250 A of aluminum is illuminated 
with a 150 fs laser pulse at an intensity of 1 x l O I 9  W/cm2. This data is 
compared t,o x-ray spectra from a 500 A A1 foil (500 Al). The foil illuminated 
on the carbon side (250 C/A1) does not heat the aluminum directly by laser 
but instead by heat. conduction. After heating, minimal radiation cooling and 
longitudinal heat conduction occur due to the targets low atomic number and 
thickness, allowing hydrodynamic expansion to dominate the cooling process. 
The resulting plasma is extremely unique and dynamic. The plasma condi- 
tions early in the foils evolution is believed to consist of strongly coupled ions 
( rzt >2) submerged in a weakly coupled electron bath (Fee 5 0.02). As the 
foil cools, the recombination lags the decrease in electron temperature and the 
average ionization remains high, increasing the particle correlations with time. 
This provides a unique environment to study line shapes. The time resolved 
ls2-ls2p('P) (He,), 1s'-ls3p('P) (Hep), and ls2-ls4p(lP) (Hey) spectra is col- 
lected with a 500 fs x-ray steak camera mated to  a two crystal von Hamos 
spectrograph. Additionally, these data are compared to  data from the same 
target heated from the aluminum side (250 Al/C) and a 500 A aluminum foil 
(500 Al) target illuminated at the same laser intensity. The line shapes are 
shown to be strongly influenced by satellite emission and opacity. A quantita- 
tive measurement of the line center opacity of the He, is made by matching 
the optically thin Li-like satellite emission intensity from the 250 C/A1 case 
and the 500 A1 case and inferring the peak line cneter emission intensity from 
the 500 A1 He,. 
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2 Experimental Setup 

We performed our experiment at the Lawrence Livermore National Laboratory 
UltraShort Pulse laser facility. The laser has been described in detail elsewhere 
so only a brief description is given here [6]. The laser utilizes chirped pulse 
amplification to generate high energy, 150 fs pulses. The pulses from an 82 MHz 
Ti:Sapphire oscillator are temporally stretched, amplified then recompressed 
in a vacuum compressor. After compression, the pulse is frequency doubled 
wit.h a 1.5 mm thick KD*P crystal and focussed on the target with an f/3.5 
off axis parabola. The measured energy on target is 150 t o  200 mJ at 400 nm 
and is focusable to a FWHM spot size of 2 pm.  

Pulses out of the oscillator deviating more than 10% from the initial 100 fs 
Gaussian pulse are shuttered and prevented from further amplification, mini- 
mizing the chance of a pulse with temporal "wings') being used in t.he exper- 
iment. A Frequency Resolved Optical Gate (FROG)[7] was used to monitor 
the phase of the pulse on every shot so data could be discarded from a poorly 
compressed pulses. To suppress ASE, the laser pulse was frequency doubled 
with a 1.5 mm thick KD*P crystal. Distortions in the pulse profile were con- 
trolled by measuring the spectrum and energy of the frequency doubled laser 
light, then the energy was adjusted until an undistorted frequency spectrum 
was produced. To check the effects of the ASE, the targets were observed after 
heating with the unseeded pulse and no damage was observed, suggesting no 
measurable effect from the focused ASE. A high dynamic range, third order, 
scanning autocorrelation measurement performed on the 800 nm pulse suggest 
the pulse has an intensity contrast of Ibackg,.mn&ak M at 1.5 ps before 
the peak of the laser pulse. The contrast is further enhanced (approximately 
squared) by the frequency doubling. A low dynamic range ( ), single shot 
autocorrelation was performed on every shot and used to monitor the pulse 
width while an energy calorimeter was used to measure the energy on target. 
An energy monitor placed behind the target detected no transmitted energy 
through the foils, suggesting the target remained above the critical density 
during illumination. 

The experiment was conducted with 3 polarized, 150 fs light with a peak 
intensity of == 2 x 1019 W/cm2 ( I X 2  M 5 ~ 1 0 ' ~  W p m 2 / m 2 ) .  The spectro- 
scopic measurements were made with a 500 fs X-ray streak camera interfaced 
to  a dual crystal von Hamos spectrograph (see figure 5). The streak camera fit 
inside the vacuum chamber, allowing the slit to lie on the focal axis of the crys- 
tals. The duel crystal design allowed simultaneous collection of time resolved 
data from multiple He-like spectral lines on a single shot. Two RbAP crystals 
were bent to  3.6 and 3.0 cm to collect time resolved data from the He, tran- 
sition and the Hep, He, transitions, respectively. The reflecting surface of the 
crystals were oriented at approximately 83" to  the target normal, increasing 
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the target thickness t along the streak camera viewing cord by approximately 
t/sin(l7"). The spectral data were focused into the 25.4 mm long, 150 p m  
wide entrance slit to  the streak camera. The high camera sweep speed (2.6 
ps /mm) allowed the observation of the transit time difference between the 
x-rays reflecting off two crystals, producing a spatial gap between t.he streaked 
data from the respective crystals. Additionally, the transit time difference of 
the x-rays of different wavelengths reflected off a single crystal was used to 
calibrate and check linearity of the sweep for each shot. The streaked data 
was intensified and collected with a 1024 x 1024 CCD camera. 

The X-rays emitted between 10 keV and 1 MeV were collected using a scintillator- 
diode array. The X-rays with energy above 30 keV were detected using 12 
filtered phot,omultipliers while six filtered x-ray diodes were used for energies 
below 30 keV. These data were electrically relayed to  analog to  digital con- 
verters and stored on a computer. Each foil was suspended over an array of 
1.7 mm diameter holes in a ceramic substrate. The 1.7 mm diameter foil area 
was destroyed and replaced after each shot. 

3 Data and Analysis 

An estimate of the optical depth using the expression[8] ~ ( v )  = p t s ( v )  - I 
for the conditions T,=500 eV and N,=l x e/cm3 suggest the He, has 
an opt.ica1 dept,h greater that  one for our plasma while the Hep and He, has 
an optical depth less than one. Thus, the data analysis was divided into two 
distinct sections:l) analysis of the satellite effect on the spectral lines using 
the He0 and He, data set. and 2) analysis of the spectral opacity effects using 
the He, data set. 

3.1 dzelectronic satellites 

Spectral data was collected in a single shot. Uncorrected, time resolved data 
from the 500 Al, 250 C/Al, and 250 Al/C foils are shown in figure 5. These 
data were collected with a laser intensity I M 2 x 1019 W/cm2 . Several spectral 
and temporal features are worth noting. The data shows satellite emission on 
the long wavelength side of He, (ls21nl' manifold) and between the Hep and 
He, transitions (Li-like and Be-like satellite manifolds). The satellite emission 
increases in number and intensity with amount of aluminum present in the tar- 
get. In general, the time history of the satellites is fairly short ( < 3 p s  FWHRII) 
where as He, tends to be relatively long ( 2 7psFWHM). The higher n-state 
resonance lines (Hep and He,) also tend to be longer than the satellite emis- 
sion, although not nearly so long. 
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Finally, the so-called Li-like “blue” satellite appears in the data. Although 
it is not used in this analysis, it  is interesting to note several characteristics 
of this feature. This satellite has been attributed to  the ls2p[’P]3d2D5p - 
ls23d2D5p and 1~2p[’P]3d~D3/~-  ls23d2D3p transitions[g]. The time history 
is noted as distinctly short lived ( M 1 p s ) ,  suggesting conditions suitable for 
its production being extremely transient in nature. 

To analyze the data, corrections were made for the x-ray transit time differ- 
ence, the photocathode response, the wavelength dependent solid angle, and 
the cryst.al reflectivity. 

3.1.1 Satellite Modeling 

The satellite data reduction focused on the spectral region between the Hep 
and He, transitions. The spectral data was modeled by calculating the atomic 
structure and cross-sections for a set of plasma conditions (density and tem- 
perature). These data are input into a non-LTE, collisional-radiative model to  
generate simulated spectra, then a comparison is made to  a temporal slice from 
the experimental data record. The process is repeated until a good agreement 
between experiment and simulation is found 

As can be seen in the dat,a, a near continuum of satellites features are pro- 
duce between the Hep and He, transitions. Including all the necessary ions 
and levels quickly adds and makes a calculation of the level populations time 
consuming. Thus, the level populations were calculated using two methods; 
detailed configuration modeling and configuration averaged (CA) modeling. 
The detailed calculation was used t o  benchmark the configuration averaged 
model. When the benchmark was shown to be accurate, the configuration 
averaged model was used to  generate synthetic spectra. The detailed spec- 
tral modeling was performed using the Hebrew University Lawrence Liver- 
more Atomic physics Code (HULLAC) to  calculate the atomic structure and 
cross-sections. A detailed description of the HULLAC code is given in ref- 
erence[ lo]. HULLAC includes the physical processes of collisional excitation 
and de-excitat.ion, collisional ionization, radiative decay, autoionization, dielec- 
tronic, three-body, and radiative recombination. The H-like, He-like, Li-like, 
Be-like, and B-like ions were included in the simulations. A typical HULLAC 
simulation for Ne = 3 x lOZ3e/cm3 and T, = 200eV is shown in figure 5. 
For theses simulations, levels lsnln’l’(n, n’ 5 4) are included. The simulation 
shows large Li-like and Be-like satellite contributions between the Hep and He, 
t,ransitions. With the addition of the n=5 level, further contributions appear 
from B-like satellites. 

The CA calculation was performed using the code AVERROES. A detailed 
explanation of AVERROES is in reference [11,12]. In general, AVERROES 

5 



forms “super levels” or superconfigurations from groups of configurations. The 
superconfigurations are made of subshells that are grouped in “supershells” 
with an interger number of electrons. The level spacing within the individual 
groups are close enough to assume LTE statistics. AVERROES includes the 
same physical processes as HULLAC (collisional excitation and de-excitation, 
collisional ionization, etc.). With the data from AVERROES as input, the 
code TRANSPEC[13,14] was used t o  generate the NLTE level populations and 
synthetic spectra. TRANSPEC is a 1-D, time dependent, collisional-radiative 
model that self-consistantly couples atomic population data with radiation. 
The hydrodynamics code LASNEX[lS] was also used and showed similar re- 
sults. A comparison of HULLAC and AVERROES is shown in figure 5 .  The 
AVERROES approximation to the detailed HULLAC model is shown as an 
overlay in the figure. The 1-D conditions were obtained from the hydrody- 
namics code FILM[16]. The plasma conditions of the central cell are shown 
in figure 5. Using AVERROES and TRANSPEC, synthetic spectra were pro- 
duced for each foil thickness. The data and synthetic spectra are displayed 
side by side in see figures 5. In general, the agreement is fairly good. Early in 
time, the results suggest an ambiguous seperation between the resonance lines 
and the dielectronic satellites. After roughly two picoseconds, the satellites 
subside and the resonance lines begin to dominate the line centroid. Although 
this study was performed at. lo1’ W/cm2, this satellite production has been 
observed at lower laser intensities as we11[17]. Because of the extensive mod- 
eling required to  extract the satellites from the resonance lines (Le., the need 
to include such a large number of levels to  accurately model the line shapes) 
it is unclear that line shifts can be extracted from these plasmas. 

3.2 lzne center opacity 

In addition to the numerous satellites affecting the line width, the opacity 
will also broaden the line shape. For the experiment considered here, the line 
center opacity of the He,, Hep, and He, transitions is considered. The line 
center opacity can be approximated using the expression[8], 

(1) 
1 

P 
T ( w )  M 2 1r2 r g  c fba N~ La(#) - 

where ro is the classical electron radius, fba is the absorption oscillator 
strength, L,(w) is the line shape, N1 is the ground state concentration, 1 is 
the the target thickness and p is the angle between the target normal and 
the viewing line on sight. Here, the code Line-2T[18] was used to  estimate the 
line shapes. Even for large concenstrations of Helike ( N ~ ~ - - l ~ l t ~ / N ~ ~ ~ a l  2 SO%), 
the Hep and He, transitions are optically thin and thus experience little effect 
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Table 1 
Table showing percentage increase in line shape with increasing opacity 

time (ps)  % change-250 C/Al % change-250 Al/C 

0.0 40.4 10.1 

2.0 

4.7 

36.4 

19.1 

9.3 

4.0 

I I 10.1 0.15 I 7.0 I 
due to opacity. The line center opacity of the He, transition is greater than 
one when the concentration of He-like ions is greater than 5%. 

The line center opacity of the He, transition in these experiments was deter- 
mined by finding a multiplier so that the satellite intensities of the 250 C/A1 
foil and 250 Al/C foil match the satellite intensity of the 500 A1 foil. Because 
the satellite emission should be optically thin in all cases and the conditions 
are assumed to  be the same for all foils, the multiplier is applied to the en- 
tire spectrum and the line center of the He, transition is compared. With the 
multiplier M 2, the comparison of the line center intensities yield, 

where S I  and S2 are the relative source functions. A sample of the comparison 
at 2 ps after the peak of the pulse is shown in figure 5. It is worth noting that 
the opacit,y value T produced by comparing the 250 C/A1 foil to  the 500 A1 
foil is different from that produced by comparing the 250 Al/C foil to  the 500 
A1 foil. The implications of this will be addressed in a future work. Here, we 
consider opacity both cases and observe the effect on the He, transition. A 
plot of the inferred opacity T as a function of time is shown in figure 5. 

To analyze the effects on the range of opacities have on the spectral line width, 
we assume the simpliest case where the line shape is Gaussian. The half-width- 
half-maximum as a function of the line center opacity can be expressed as[19], 

where XHIt'HAI (v - vo)/A UD , vo is the line center frequency, A v is the 
Doppler HI7 (l /e) hl halfwidth, and TO is the line center opacity. Using this 
estimate, the correction to  the line width for the conditions in our experiment 
is shown in table 1. 
Early in time, the effect is somewhat severe, particularly when using the opac- 

ity derived from the 250 C/A1-500 A1 foil comparison. I t  is always less severe 
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when using the 0pacit.y derived from the 250 Al/C-500 A1 foil comparison. 
The average of the t.wo suggest a maximum 25% effect on the line shape for 
these conditions. In general, this effect is expected to  be less than the effect 
of the satellites on the line shape. 

4 Conclusions 

We have performed an experiment to  observe satellite and opacity effects on 
the the He,, HeB, and He, transitions in ultrashort pulse laser heated alu- 
minum foils at an intensity of 1 x W/cm2. We observed a significant 
contirbution from the satellites on all three resonance lines at times t 5 3 ps. 
The satellite effect on the resonance lines decrease rapidly. The opacity broad- 
ening on the Hep, and He, transitions is neglectiable. The opacity broadening 
on the He, transition is estimated to  be a maximum of 40% (early in the 
emission) and in general, much less than the contribution from the satellite 
emission. 
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Fig. 1. Experimental setyp showing target, streak camera, and duel crystal von 
Ham& spectrograph 
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Fig. 2. Data from 250 C/Al, 2-50 Al/C. and 500 A thick aluminum f& 
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Fig. 4. Hydrodynamics simulation of a 600 A foil (100 fs pulse, 
I X 2  = 6 x 10’8 W/cm2pm) 
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Fi,g. 5. Compar&on , , .. ' ,  between , . .  data ,and AVERRO&/TRAy$PEC . .  . .  . .  . . .  simulatiqn ... .. 

l a  
3 #+ 4 

wavelength 
I 

I. 
I J 

' 0  - 

L 

6644 5.3 



Fig. 6. Comparison of Bea emission from the 250 C/Al foil, the 250 AJ/C foil, and 
the 509 A1 foil after mqtching; the Li,like satellite intensities from the three foils. 
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Fig. 7. The time dependent opacity of the 500 A1 foil as determined by using the 
250 C/A1 and 250 C/A1 foils 
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